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DIMENSIONS

MODEL DIMENSIONS, mm (in) WEIGHT
L w H A B C E | kg (lbs)

570 | 460 | 370 | 345 | 187 | 200 | @12 100
(22.4) | (18.1) | (14.6) | (13.6) | (7.3) | (7.9) | (0.5) (220)

HMG/CMG PRO 12kW-220VDC-57

HYDRAULIC PORTS

MODEL PRESSURELINE | RETURN LINE DRAINLINE
P T D
HMG/CMG PRO 12kW-220VDC-57 BSP 3/4” BSP 1" BSP 1/4”
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TECHNICAL SPECIFICATIONS

HMG/CMG PRO-12kW-220VDC-57

OUTPUT CHARACTERISTICS
Generator power max. kW 12
Magnet coil power max. KW 11
Operating voltage VvDC 220+5%
Auxiliary electricity Optional
Operating control voltage VvDC 6-32*
HYDRAULIC POWER REQUIREMENTS
Flow min. i =

(gpm) (15.58)
Flow max. L 77

(gpm) (20.33)
Pressure at nominal power output ba.’ gy

(psi) (2611)
Pressure max. o 20
(psi) (3046)

Pressure when unloaded (II;::) (548%)
HYDRAULIC FLUID REQUIREMENTS %
Viscosity cSt 10-200 / optimum 25-35
Temperature °C (°F) max. 70 (158)
Filter ratio, recommendation um 25>
Cooling capacity requirements kw 3.2

Gallons are U.S. liquid gallons

*Only with HMG PRO

Other options available by request.
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Hydraulic inputs

Location of input and output ports differ between hydraulic generator models.

CONNECTIONS HMG / CMG PRO 12
Pressure line P BSP 3/4”
Return line T BSP1”
Drainline Dr BSP 1/4"

QUICK GUIDE

HYDRAULIC MAGNET GENERATORS

HMG / CMG PRO 12
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WARNINGS

/\ ATTENTION!

Operator and maintenance personnel must act in compliance with the laws, regulations
and recommendations issued by the local electricity and work safety authorities.

/\ ATTENTION!

All electrical installations and maintenance should only be performed by a qualified
electrician.

/\ ATTENTION!

Risk of electric shock! Operating voltage of the HMG/CMG PRO hydraulic magnet generator
is 220VDC. Do not remove any covers or cables when operating!

/\ ATTENTION!
High Pressure oil! Can cause severe injuries.

Condition of your equipment are to be kept under constant observation. All couplings, valves and
hoses are to be kept tight and clean. Leaks in the hydraulic system must be repaired immediately to
avoid injuries caused by high pressure and oil blowouts.

The base machine must be stopped and the hydraulic circuit be depressurized prior to mainte-
nance, detaching or disassembling the HMG/CMG PRO hydraulic magnet generator. Make sure
that the system can not start accidentally and the charge of any electric parts is discharged
before maintenance.

/\ ATTENTION!
Risk of burns! Parts of the unit, oil and oil filter cap can be hotter that 80°C!

/\ ATTENTION!
Do not exceed the maximum pressure, temperature or load!

A\ ATTENTION!
Do not go under the magnets load!

/\ ATTENTION!

Magnetic interference! Magnets magnetfield can damage electronic devices. Keep clear
from medical and electronical devices.

Gensco Equipment | 1-800-268-6797 | www.genscoequip.com | info@genscoequip.com




READ OPERATING USE EAR PROTECTION WEAR GLOVES WEAR
INSTRUCTIONS AND SAFETY GOGGLES SAFETY BOOTS
RISK OF ELECTRIC BEWARE THE HOT BEWARE THE RISK OF MEDICAL HIGH PRESSURE
SHOCK SURFACE MAGNETIC FIELD EQUIPMENT FAILURE olL
M 3

Gensco Equipment | 1-800-268-6797 | www.genscoequip.com | info@genscoequip.com




